
AutoTap Installation Instructions
Please note:
1.   This unit was not designed to stop a leaking faucet . If any part of the plumbing fixtures, such as the faucet, water
      supply valve or water supply lines are worn, this is a good time to replace them. 
2.   No plumbing system or a sink cabinets are the same.  Some improvising may be needed.
3.   Do not use any power tools to tighten any screws.  
4.   For easy installation, follow each step in sequence.  Keep this instruction for your record.

Step 1. Remove the upper and lower door 
bumpers from the right cabinet door.

Step 4. Note the 2 marking holes, A and B, 
on the pilot valve housing.                                                                               

Step 7. Using a 1/8” drill bit, drill 2 holes 
3/8” deep on the marked locations.                                                                                  

Step 2. Close the right cabinet door. Using 
a pencil Mark line A, where the edge of the 
right cabinet door touches the upper door
frame                                           

Step 5 Firmly Hold the pilot valve housing against the upper doorframe with its edge 
against the line B  as shown. Using a sharp pencil, mark the upper door frame.

Step 8. Turn off hot and cold water supply 
valves.                                                         

Step 3. Using a ruler, draw a second line 
Line B, 2” to the right of line A.

Step 6. Using a sharp object, like an awl,  
indent the two pencil marks.                                                                                       
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AutoTap Installation Instructions (continued)

Step 10. Connect the water supply line as 
shown using the existing line or AutoTap 
supplied line.                                                                     

Step 13. Fully Push in the Green line to the 
pilot valve Straight connector and the blue 
line to the Elbowed connector. 

Step 11. Attach the valve manifold in a 
suitable location Using two 2 1/2” screws. 
Do not use power tools

Step 14. Fully push in Blue & Green tubes 
into elbowed connectors as shown. Green 
tube to “in” connector Blue tube to “out” 
connector.

Step 16. Install the pilot valve cover.  Its 
front edge should be flush with the upper 
doorframe.                                                                                       

Step 12. Remove pilot valve housing. Using 
a Phillips screw driver, attach the pilot valve 
housing to the upper doorframe. Its front 
edge should be set back 1/16”. Adjust as 
needed.                                                                                            

Step 15. Turn off the sink faucet hot and 
cold. Turn on the water supply valve hot 
and cold. Check the entire system for leaks.

Step 18.   Press cabinet door several times 
to bleed air out of the system .

Step 17. Attach Tubes to the cabinet walls 
as you see fit.
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Step 9. Connect the faucet lines to the  
valve manifold as shown , using the existing 
lines or the AutoTap supplied lines and 
adaptor                                                                 

DO NOT
over tight. 
Excessive force 
will strip the 
threads.
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